) NEENAH R-1733 (5001 LIGHTWEIGHT) SERIES CASTING,
ADJUST CASTING TO 21" SELF-SEALING SOLID LID WITH 2 CONCEALED PICK HOLES
l AND RAISED LETTERS READING "STORM SEWER". SEE

BELOW FINISHED GRADE
PLATE NO. STM-10

MIN 1 AND MAX 4 ADJUSTING RINGS.

TWO CONCENTRIC BEADS OF CONSTRUCTION

F% ADHESIVE, PL-500 OR APPROVED EQUAL, USED
BETWEEN RINGS AND TO SEAL RINGS TO STRUCTURE

CONCRETE COLLAR TO ENCASE
CASTING AND CONCRETE
ADJUSTING RINGS. USE CONCRETE
CURB AND GUTTER MIX OR MORTAR
MIX (SPEC. 2506.2B) FOR COLLAR

MNDOT TYPE "B" CONE

"0" RING RUBBER GASKET

PRECAST R.C.P WALLS
VARIABLE [£ 4 5" MIN
A J = GROUT DOGHOUSES, PLASTER OUTSIDE
] WITH 6" MIN. COLLAR, STRIKE INSIDE CLEAN
T3
A e S T BASES SHALL BE 6" STANDARD PRECAST WITH
6' '  2"LEAN GROUT OR POURED 8" SLAB

GROUT INVERT TO # PIPE DIAMETER

SECTION

NOTES: 1. ALL MANHOLES MUST BE A MINIMUM OF 4' IN DEPTH.
2. PROVIDE POURED CONCRETE INVERTS AND DOGHOUSES.
3. MARKING POSTS SHALL BE SUPPLIED BY THE CITY AND INSTALLED BY THE CONTRACTOR
AT ALL MANHOLES LOCATED OUTSIDE OF STREET SECTION.
. VARY RING THICKNESS TO USE MINIMUM NUMBER OF RINGS.
. GROUT ALL DOGHOUSES INSIDE AND OUT AND LIFT HOLES TO INSPECTORS APPROVAL .
. DOGHOUSE OPENING SHALL NOT BE MORE THAN 4" LARGER THAN THE PIPE.
. RUBBERIZED BITUMASTIC SEALER USED AT ALL JOINTS.
. NO MANHOLE STEPS ALLOWED.
.2", 4" AND 6"ADJUSTING RINGS ARE ACCEPTABLE.

© 00N O

| _d

oetano. | S TORM STANDARD CITY OF RICHFIELD ST
’ ENGINEERING DIVISION BN
STM-01 MAN H O LE WORKS




CONCRETE COLLAR TO
ENCASE CASTING AND
CONCRETE ADJUSTING NEENAH R-3067V OR EQUAL
RINGS. USE CONCRETE
CURB AND GUTTER MIX OR
MORTAR MIX (SPEC. ;
2506.2B) FOR COLLAR B

MIN OF 1 AND MAX OF 4 ADJUSTING RINGS.
TWO CONCENTRIC BEADS OF
CONSTRUCTION ADHESIVE, PL-500 OR
APPROVED EQUAL USED BETWEEN RINGS
AND TO SEAL RINGS TO STRUCTURE

SECTION AA— =+ 1 4 |— SECTION A-A
& ™\ RUBBERIZED BITUMASTIC SEALER
a Y
4' MINIMUM Lt ¢ |.__ WALLS MUST BE
GROUT DOGHOUSES, . 2 [ STANDARD PRECAST

PLASTER OUTSIDE WITH __ “
6" MIN. COLLAR AND - h
STRIKE INSIDE CLEAN 5 P w
SLOPE 1"PERFT |

... .o .1  BASES SHALL BE 6" PRECAST WITH
. S “." f a *d .; ’ .'4 .-' sialy, 8 i N
I —, ] il Y ".' Dy |=—2" LEAN GROUT OR 8" POURED SLAB
12" @ 1.00% GRADE —— 54" ——]
I - S — — 6'_0" —_—

SECTION

— CENTER OF STRUCTURE
]

| 3 HANDLING HOOKS
AT 120 DEGREE SPACING

NOTES: 1. ALL CATCH BASIN/MANHOLES MUST BE A MINIMUM OF 4' IN DEPTH.

. PROVIDE POURED CONCRETE INVERTS AND DOGHOUSES.

. GROUT ALL DOGHOUSES AND LIFT HOLES TO INSPECTORS APPROVAL .

. DOGHOUSE OPENING SHALL NOT BE MORE THAN 4" LARGER THAN PIPE.

. NO MANHOLE STEPS ALLOWED.

.2",4" OR 6" ADJUSTING RINGS ARE ACCEPTABLE.

. CATCH BASIN/MANHOLES WITH FLAT TOP SLABS SHALL HAVE TERMINATING
MANHOLE SECTIONS.

. SPECIFICATIONS FOR CATCH BASIN, MANHOLE SECTIONS, COVER AND SLABS
SHALL CONFORM TO MANHOLE DETAIL.

NO O A WN

(o2

STANDARD CATCH BAS'N/MANHOLE APPROVAL/ zo/i ‘

CITY OF RICHFIELD  paesm
“stuoon |WITH RECTANGULARLID | __ ///\ ENGINEERING DIVISION k\[}\%%gg
(4' DIAMETER) \—CITY-ENGINEER —




NEENAH R-3067V OR EQUAL

CONCRETE COLLAR TO ENCASE CASTING AND
CONCRETE ADJUSTING RINGS. USE
CONCRETE CURB AND GUTTER MIX OR
MORTAR MIX (SPEC. 2506.2B) FOR COLLAR

MIN OF 1 AND MAX OF 4
ADJUSTING RINGS.

VARIES

4 <
GROUT DOGHOUSES, - 2
PLASTER OUTSIDE WITH , % .
6" MIN. COLLAR AND * =
STRIKE INSIDE CLEAN o 4 :
a
: h 4 <

SLOPE 1" |- 4
PER FT

BASES SHALL BE 6" PRECAST

MINIMUM C.B. LEAD

12" @ 1.00% GRAD

NOTES:

E

NoO oA wN =

o]

— Akl EEINLES ¥ WITH 2" LEAN GROUT OR 8"
: ~ POURED SLAB

4" | 3|_ 4||
4'-0"

SECTION

. ALL CATCH BASIN/MANHOLES MUST BE A MINIMUM OF 4' IN DEPTH.

. PROVIDE POURED CONCRETE INVERTS AND DOGHOUSES.

. GROUT ALL DOGHOUSES AND LIFT HOLES TO INSPECTORS APPROVAL.

. DOGHOUSE OPENING SHALL NOT BE MORE THAN 4" LARGER THAN PIPE.

. NO MANHOLE STEPS ALLOWED.

2", 4" OR 6" ADJUSTING RINGS ARE ACCEPTABLE.

. CATCH BASIN/MANHOLES WITH FLAT TOP SLABS SHALL HAVE TERMINATING
MANHOLE SECTIONS.

. SPECIFICATIONS FOR CATCH BASIN, MANHOLE SECTIONS, COVER AND SLABS

SHALL CONFORM TO MANHOLE DETAIL.

TWO CONCENTRIC BEADS OF
CONSTRUCTION ADHESIVE,
PL-500 OR APPROVED EQUAL
USED BETWEEN RINGS AND TO
SEAL RINGS TO STRUCTURE

sTaNDARD | CATCH BASIN/MANHOLE | seerova. /2
DETAILNO. | \/|TH RECTANGULAR LID ~

STM-02B

CITY OF RICHFIELD

ENGINEERING DIVISION
(2' DIAMETER)

RICHFIELD

PUBLIC
WORKS
s ]




NEENAH R-3067V CASTING OR EQUAL

CONCRETE COLLAR TO ENCASE
CASTING AND CONCRETE
ADJUSTING RINGS. USE CONCRETE
CURB AND GUTTER MIX OR
MORTAR MIX (SPEC. 2506.2B) FOR
COLLAR

MIN 1 AND MAX 4 ADJUSTING RINGS.

: TWO CONCENTRIC BEADS OF CONSTRUCTION

./ ADHESIVE, PL-500 OR APPROVED EQUAL, USED
BETWEEN RINGS AND TO SEAL RINGS TO STRUCTURE.

RUBBERIZED BITUMASTIC SEALER

WALLS MUST BE STANDARD —»| i,
PRECAST R.C.P : ..

GROUT DOGHOUSES, PLASTER OUTSIDE WITH 6" MIN.
COLLAR, STRIKE INSIDE CLEAN

= UTILIZE A FULL
PIPE LENGTH ENTERING
AND EXITING SUMP MH

COMPACTED GRANULAR
BACKFILL

I 1l DISHFLOOR TO CENTER  [*]. 7. .7
.4 /| OF FLAT TOP OPENING E I

BASES SHALL BE 6" PRECAST WITH 2" LEAN
GROUT OR 8" POURED SLAB

SECTION

NOTES: 1. CATCH BASIN/MANHOLES MUST BE A MINIMUM OF 4' IN DEPTH.

2. CATCH BASIN/MANHOLES WITH FLAT TOP SLABS SHALL HAVE TERMINATING

MANHOLE SECTIONS.
3. SPECIFICATIONS FOR CATCH BASIN, COVER AND SLAB AND MANHOLE SECTIONS
SHALL CONFORM TO MANHOLE DETAIL.

. PROVIDE POURED CONCRETE INVERTS AND DOGHOUSES.
. GROUT ALL DOGHOUSES INSIDE AND OUT AND MANHOLES TO INSPECTORS APPROVAL.
. DOGHOUSE OPENING SHALL NOT BE MORE THAN 4" LARGER THAN PIPE.
. NO MANHOLE STEPS ALLOWED.
.2", 4" AND 6" ADJUSTING RINGS ARE ACCEPTABLE.

0ONO O

STANDARD 1 SUMP MANHOLE OR perovaL/ 2]l 20/_‘# CITY OF RICHFIELD RICHFIELD

DETAIL NO.
STM-03 CATCH BASIN A /K_/ ENGINEERING DIVISION pUBLIC
~"CITY ENGINEER




GROUT ALL DOGHOUSES,
PLASTER OUTSIDE WITH 6" MIN.
COLLAR, STRIKE INSIDE CLEAN

’: HIGH WATER LEVEL

Pz T\ [ —————— .
N HE ' -\:_ _68
— 4 i
4
|VARIES
OUTLET .1
PIPE NORMAL ;
— S N . —
T WATERLEVEL |
[~2' MINIMUIW OPENING g (18
PRECAST R.CP. |. 4 -
WALL  ——_I" ’ 18" MINIMUM OPENING
¢ LN
e cIRE
| ’J R LS

SECTION

\ 6" PRECAST BASE WITH 2" LEAN

GROUT OR 8" POURED SLAB

OUTLET PIPE —\

RIP-RAP CLASS 3
MINIMUM 2 CU. YARDS

SEE PLATE NO. STM-06
FOR GRATE DETAIL

NOTES: 1. PROVIDE POURED CONCRETE INVERTS.
2. GROUT LIFT HOLES.
STANDARD 48
beTalLNo. | POND SKIMMER OUTLET CITY OF RICHFIELD  [wemmm

STM-04

(SUBMERGED INLET TYPE) ENGINEERING DIVISION

PUBLIC
WORKS




4" STEEL PLATE

(4) 3"-13 HEX HEAD
STAINLESS STEEL BOLTS WITH
NUTS AND WASHERS

105" OUTSIDE DIAMTER 3"
X 14" STEEL

—— = §"ROUND STOCK
31" ON CENTER

NOTES: 1. GRATE TO BE TWO PIECES.
2. ALL METAL TO BE HOT-DIPPED GALVANIZED.

STANDARD
DETAIL NO.
STM-05

POND SKIMMER
GRATE

A |

S/ . 12
werrovat /2] 20l Z CITY OF RICHFIELD

,4;/%?/’4 | ENGINEERING DIVISION
ER

>

ey
RICHFIELD!

PUBLIC
WORKS
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CONTRACTION JOINT

CONTRACTION JOINT ———m =0 CONTRACTION JOINT

t—CONTRACTION JOINT

PLAN

BEEHIVE TYPE DITCH GRATE
CONCRETE COLLAR | NEENAH R-4353 OR EQUAL

6"HX12"W . MIN. 1 AND MAX. 4 ADJUSTING RINGS.
INCIDENTAL TO C GROUT AROUND OUTSIDE AND SCORE
ALONG INSIDE.

SECTION

NOTES: 1. CONCRETE COLLAR MUST HAVE POSITIVE FLOW TO CATCHBASIN.
2. CONCRETE COLLAR TO BE USED WITH 27" STRUCTURE.
3. CONCRETE STRUCTURES LARGER THAN 27" TO BE DIRECTED BY THE CITY ENGINEER.

[
-

!’f/';?/i’j l &~
ST | DITCH GRATE CASTING | A7ROV Z=L2 =" Ty OF RICHFIELD

stm-06 |AND CONCRETE COLLAR ;»477/#/ ENGINEERING DIVISION

i

D ————
RICHFIELD

PUBLIC
WORKS




FOR RIP RAP PLACEMENT
SEE PLATE NO. STM-10

ISOMETRIC

TIE BOLT & FASTENER ASSEMBLY
SEE PLATE NO. STM-09

VERTICAL
AXIS

TIE

BOLT FASTENER

TRASH GUARD SIZING
PIPE BOLT

SizE  |DIAMETER| BARS| H
(IN.) (IN.) (IN) | (N
15 5/8 3/4 4
18 5/8 34| 4
21 304 1 6
24 3/4 1 6
27 3/4 1 6
30 3/4 1 6
36 3/4 1 6
42 3/4 1 6
48 1 T174 [ 12

NOTES: 1. USE TWO TIE BOLT FASTENERS PER JOINT INSTALLED AT 60 DEGREES FROM TOP OF PIPE.

2. LAST THREE JOINTS SHALL BE TIED.

3. TYING AND TRASH GUARD SHALL BE INCLUDED IN THE UNIT PRICE BID FOR END SECTION.
4. BARS AND PLATES ARE HOT-ROLLED STEEL.
5. BARS, PLATES, PIPE AND BOLTS ARE GALVANIZED.

STANDARD
DETAIL NO.
STM-07

STANDARD FLARED
END. SECTION AND
TRASH GUARD

1
APPROVAL Z/7] 2o,l.p/2

///'\/

CITY OF RICHFIELD
ENGINEERING DIVISION

—CitrENEINEER

>

T
RICHFIELD

PUBLIC
WORKS




WELDED EYE BOLT

TIE PLACEMENT

"O" RING RUBBER GASKET

PER ASTM C443

1— 1" DIA. BOLT

[[I]]IE [

STANDARD
DETAIL NO.
STM-08

PIPE TIE
DETAIL

¢
APPROVAL -

-

/ “7/7 20 Q/

—

N
)

CITY OF RICHFIELD
ENGINEERING DIVISION

d

ey
RICHFIELD

PUBLIC
WORKS




RIPRAP

1'(12"-27" DIA. PIPE)
‘[ 1.5' (30" AND LARGER PIPE)

SAND BEDDING

TYPE IV GEOTEXTILE FABRIC

SECTION B-B

MINIMUM RIPRAP REQUIRED
DIA. OF QUANTITY
PIPE (IN.) LiFT.) (C.Y) CLASS
2 8 5 i
15 8 5 I
18 10 6 m
24 12 8 I
30 14 12 I
36 16 14 I
42 18 2 v
48 20 26 vV
S48 2228 30-40 IV

TIE THE LAST 3 JOINTS ON INLET AND OUTLET
PIPES AND BED IN GRANULAR MATERIAL. ANY
COVER LESS THAN 2' OVER TOP OF PIPE SHALL
BE GRANULAR MATERIAL.

PLAN

NOT TO SCALE

SECTION A-A

SAND BEDDING

RIPRAP

1' (12"-27" DIA. PIPE)
Jj 1.5' (30" AND LARGER PIPE)

SHAPE FOUNDATION

TYPE IV GEOTEXTILE FABRIC

STANDARD
DETAIL NO.
STM-09

RIPRAP DETAIL FOR
FLARED END SECTIONS

>

S
RICHFIELD

CITY OF RICHFIELD
ENGINEERING DIVISION
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WORKS
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SURMOUNTABLE CONCRETE
CURB AND GUTTER

TYPICAL NEENAH R-3067 CASTING.
SEE DETAIL ST-6 FOR OTHER
CASTING OPTIONS.

2 NO. 4, 10' LONG, EPOXY COATED

\\ REBARS SHALL BE INSTALLED ON EACH
SIDE OF THE CASTING. REBARS AND
EPOXY COATING PER MNDOT SPEC.
3301.

NOTE:

SURMOUNTABLE CURB AND GUTTER TO BE
FORMED INTO A B618 TYPE CURB AT
CATCH BASIN CASTING

10 ' MIN. TRANSITION

SURMOUNTABLE CURB

AND GUTTER ., . h 10 nT/l(leF; I;EARZSITION -
i — = | -
EXPANSION JOINT
EXPANSION JOINT A )
DESIGN GUTTER 2 NO. 4 REBARS ON EACH SIDE
LINE GRADE —— OF CASTING 10' IN LENGTH
~ 23' —
7
[ I T |

|-<7 10' TAPER —>| |+ 10'TAPER ————— =]

STANDARD
DETAIL NO.
STM-11

\()* L 7
CATCH BASIN CASTING | arerovas @LfoL P —
INSTALLATION A K ENGINEERING DIVISION

Q_M@NEER

>

S
RICHFIELD
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WORKS




—

(' FLOW

NEW STORM SEWER /

d x d TEE, HDPE

CONNECT TO NEW
PIPE - FIELD JOINT

AS RECOMMENDED BY
MANUFACTURER AND
APPROVED

 viN2 | BY CITY ENGINEER

7 FLOW B

d HDPE

CENTERED ON MANHOLE

NEENAH R-1733 OR
APPROVED EQUAL
SOLID LID W/ RAISED
LETTERING READING
"STORM SEWER"
SEE DETAIL STM-10

MIN. 2 ADJUSTING RINGS
GROUT AROUND OUTSIDE
SCORE ALONG INSIDE

PLAN
(NO SCALE)

‘— 1" MIN. CLEARANCE

for
& 5_‘35::'
ey

———

AR A
Sy
23]

5
A
<

d x d HDPE TEE

|
D
|
SECTION
(NO SCALE) D=TREATMENT MHDIA. | 8 g+
d= INTERNAL PIPE DIA. 18" 24" 24"
NOTE: 1. MANHOLE SHALL BE CONSTRUCTED H= SUMP DEPTH 5' 6' 6'+
CONSISTENT WITH CITY STANDARDS MAX IMPERVIOUS AREA 5AC 10AC | >10AC*
SEE DETAIL STM-03 MAX STORM SEWER SIZE | 18" 24" >24"AC

NEW STO

N-12 HDPE PIPE TO
DOWNSTREAM
MANHOLE

2" THREADED STAINLESS STEEL(316)
ROD AND SUPPORT BAND

COMPACTED
GRANULAR
BACKFILL

*NOTE: OFFLINE CUSTOM DESIGN REQUIRED

STANDARD
DETAIL NO.
STM-12

ENVIRONMENTAL
MANHOLE
(NEW STORM SEWER)

APPROVAL [ ML zoL‘ﬁ
A —

Y ENGINEER

et

CITY OF RICHFIELD RICHFIELD
ENGINEERING DIVISION BiEEe

|C
WORKS




REMOVED EXISTING RCP TO

HDPE BEND
CONNECT TO NEW

NEAREST JOINT AND REPLACE
WITH NEW PIPE

EX. STORM SEWER

NEENAH R-1733 OR
APPROVED EQUAL
SOLID LID W/ RAISED
LETTERING READING
"STORM SEWER"
SEE DETAIL STM-10

MIN. 1 AND MAX 4 ADJUSTING
RINGS. TWO CONCENTRIC BEADS
OF CONSTRUCTION ADHESIVE,
PL-500 OR APPROVED EQUAL,
USED BETWEEN RINGS AND TO
SEAL RINGS TO STRUCTURE

1" MIN. CLEARANCE
— C

PIPE - FIELD JOINT
AS RECOMMENDED BY
N‘ANUFACTURER

—_—

EX. STORM SEWER

REMOVE EXISTING RCP TO
NEAREST JOINT AND REPLACE
WITH NEW RCP OR HDPE PIPE

d HDPE

d x d TEE, HDPE
CENTERED ON MANHOLE

PLAN
(NO SCALE)

3/4" THREADED STAINLESS STEEL
ROD AND SUPPORT BAND

d x d HDPE TEE

{0 N

Eropeabe s
PP
gk *’:.:1.
o
XL
=)
n
m

SR
3

SECTION
(NO SCALE)
D= TREATMENT MH DIA. 6' 8' *8'+
d= INTERNAL PIPE DIA. 18" 24" 24"+
. H= SUMP DEPTH 5' 6' 6'+
NOTEES: 1, MANHOLE SHALL BE CONBTRLE TED MAX IMPERVIOUS AREA | 5AC | 10AC [ >10AC*
CONSISTENT WITH CITY STANDARDS BesEETn T T T

SEE DEATIL STM-03

*NOTE: OFFLINE CUSTOM DESIGN REQUIRED

STANDARD ENVIRONMENTAL
DETAIL NO. MANHOLE
STM-13

(EXISTING STORM SEWER)

APPROVAL /:‘flk_ 20/4
A

CfTENGINEER

CITY OF RICHFIELD
‘ENGINEERING DIVISION

RICHFIELD

PUBLIC
WORKS




ROCK

FOUNDATION

ZONE

F 1
_| 295
=
i

' COMPACTED
SAND

¢

12" MIN
OVER PIPE

SAND SHALL CONFORM WITH

f

t 6" MIN

BEDDING
MN/DOT SPEC. 3149.2B2

|

=g

i

4'TO 14"
CLEAR ROCK

o

O 12" MIN
A ALY OVER PIPE

Urs

""(""l’.
Ve
)
Ve

\ ] '(

e

1al i,".b(’
'1

-. Ui

1
Uy
"
U

ad

ROCK BEDDING

6" MIN IN GOOD MATERIAL
IF MATERIAL IS UNSTABLE

USE AS MUCH ROCK AS
NECESSARY TO STABILIZE
BOTTOM OF TRENCH FOR
PIPE FOUNDATION

NOTE: 1. BEDDING SHALL BE CONSIDERED INCIDENTAL TO THE PIPE
UNLESS MODIFIED IN THE CONTRACT DOCUMENTS. BEDDING
REQUIRED FOR ALL MAINS AND SERVICES.

STANDARD
DETAIL NO.
STM-14

STORM SEWER
BEDDING

APPROVAL Ui{L 20&[

CITY OF RICHFIELD
ENGINEERING DIVISION

(_BITY ENGINEER

|
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